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(57) Abstract: A power autonomous tool set, 
for example, pruning scissors, a saw, a fruit 
picking tool, lawnmower, bush cutter, hedge 
cutter, impact spanner, pneumatic hammer, 
comprising at least three distinct functional 
sub-units, i.e. a first sub-unit handling 
mechanical operation of the tool by means of 
an electric actuator; a second sub-set making 
up the energy source for the set and essentially 
comprising a rechargeable electrochemical 
battery; a third charger sub-set which can carry 
out electrical recharging of the electrochemical 
battery of the second sub-unit. The invention 
is characterized in that the first sub-unit (2) 
is connected, at least during the use of said 
tool, to the second sub-unit (3) by a flexible 
electric cord (6) and in that the electric supply 
of the actuator which constitutes it can be 
automatically disconnected and/or at will 
by the operator; the second sub-unit (3) is 
portable, is provided with a lithium-ion or 
lithium polymer battery formed by association 
of a series of cells, each cell comprising one 
element or several associated parallel elements 
and one or several electric or electronic control 
modules or management modules for said 
battery, whereby said modules are located 
close to the battery; the third charger sub-unit 
(4) consists of at least one electric supply 
source whose voltage and current are adapted 
to recharging the lithium-ion or lithium polymer (5) battery, said third sub-unit being electrically linked to the second sub-unit by 
means of a disconnectable flexible cord. 
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(57) Abrege : Ensemble outil electrique portatif autonome de puissance tel que par exemple secateur, scie, outil de recolte de 
fruits, tondeuses a gazon, d6broussailleuse, coupe haies, clef a chocs, marteau piqueur, comprenant au moins trois sous-ensembles 
fonctionnels distincts, a savoir un premier sous-ensemble generant Faction mecanique de l'outil par rinterm^diaire d'un actionneur 
61ectrique, un deuxieme sous-ensemble constituant la source d'6nergie Electrique de l'ensemble et comprenant essentiellement une 
batterie electrochimique rechargeable, un troisieme sous-ensemble chargeur apte a effectuer les recharges electriques de la batterie 
61ectrochimique du deuxieme sous-ensemble, caracterise' en ce que le premier sous-ensemble (2) est, d'une part, reli6 au moins pen- 
dant I'utilisation de Toutil au deuxieme sous-ensemble (3) par un cordon Slectrique souple (6) et, d'autre part, en ce que Talimentation 
electrique de 1'actionneur qui le constitue peut etre coupee automatiquement et/ou a volont6 par Top^rateur ; le deuxieme sous-en- 
semble (3) est portable, il est pourvu, d'une part, d'une batterie lithium-ion ou lithium polymere formee par association de cellules en 
serie, chaque cellule £tant composee d'un element ou de plusieurs 616ments associ^s en parallele et, d'autre part, d'un ou de plusieurs 
modules Electriques ou electroniques de controle et/ou de gestion de la batterie, ces modules sont situ£s a proximity de la dite batterie 
; le troisieme sousensemble chargeur (4) consiste au moins en une source d'ali mentation 61ectrique dont la tension et le courant sont 
adaptes a la recharge de la batterie lithium-ion ou lithium polymere (5), ce troisieme sous-ensemble est relie eUectriquement par un 
cordon souple d6connectable (10) au deuxieme sous-ensemble. 



